ETag: "5b849fbfe6224ed3fe65641056df9648"
accept: */*
authorization: LOW egIosupuQipGriwZ:REDACTED_BY_IA_S3
connection: close
content-length: 656880
expect: 100-continue
host: s3.us.archive.org
user-agent: iFixitS3PHPClass
x-amz-acl: public-read
x-amz-auto-make-bucket: 1
x-amz-date: Fri, 01 Mar 2013 20:17:26 GMT
x-archive-interactive-priority: 1
x-archive-meta-author: David Scheltema
x-archive-meta-date: 2013
x-archive-meta-description: Arduino shields are vital, yet their header pins tend to complicate easy storage and transport, and can sometimes be just too pokey.  This guide shows a quick fix for the problem by using a rigid Davey binding board and affixing a plastic foam topping. <a href="http://makeprojects.com/Project/Protect+Header+Pins+During+Transport/3361/1">See original source.</a>
x-archive-meta-device: Tools
x-archive-meta-difficulty: Easy
x-archive-meta-language: eng
x-archive-meta-licenseurl: http://creativecommons.org/licenses/by-nc-sa/3.0/us/
x-archive-meta-mediatype: texts
x-archive-meta-sponsor: iFixit
x-archive-meta-subject: howto;make
x-archive-meta-title: Tools
x-archive-meta-type: How To
x-archive-meta-upload-date: Fri, 01 Mar 13 13:15:08 -0700
x-archive-meta-year: 2013
